§56.50-10

(9)(1) Power actuated valves in sys-
tems other than as specified in §56.50—
60 of this part may be used if approved
for the system by the Marine Safety
Center. All power actuated valves re-
quired in an emergency to operate the
vessel’s machinery, to maintain its sta-
bility, and to operate the bilge and
firemain systems must have a manual
means of operation.

(2)(i) Remote valve controls that are
not readily identifiable as to service
must be fitted with nameplates.

(i) Remote valve controls must be
accessible under service conditions.

(iii) Remote valve controls, except
reach rods, must be fitted with indica-
tors that show whether the valves they
control are open or closed. Valve posi-
tion indicating systems must be inde-
pendent of valve control systems.

(iv) Valve reach rods must be ade-
quately protected.

(v) Solid reach rods must be used in
tanks containing liquids, except that
tank barges having plug cocks inside
cargo tanks may have reach rods of
extra-heavy pipe with the annular
space between the lubricant tube and
the pipe wall sealed with a nonsoluble
to prevent penetration of the cargo.

(3) Air operated remote control
valves must be provided with self-indi-
cating lines at the control boards
which indicate the desired valve posi-
tions, i.e., open or closed.

(h) Suitable drains shall be provided
at low points of piping systems.

(i) Valves and cocks shall be located
so as to be easily accessible and valves
or cocks attached to the shell of the
vessel or to sea chests located below
the floorplating shall be operable from
above the floorplates.

() When welded fabrication is em-
ployed, a sufficient nhumber of detach-
able joints shall be provided to facili-
tate overhauling and maintenance of
machinery and appurtenances. The
joints shall be located so that adequate
space is provided for welding, and the
location of the welds shall be indicated
on the plans.

(k) Piping, including valves, pipe fit-
tings and flanges, conveying vapors,
gases or liquids whose temperature ex-
ceeds 150 °F., shall be suitably insu-
lated where necessary to preclude in-
jury to personnel.
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() Where pipes are run through dry
cargo spaces they must be protected
from mechanical injury by a suitable
enclosure or other means.

[CGFR 68-82, 33 FR 18843, Dec. 18, 1968, as
amended by CGFR 69-127, 35 FR 9978, June 17,
1970; CGD 77-140, 54 FR 40607, Oct. 2, 1989]

§56.50-10 Special
ments.

(a) Where pressure reducing valves
are employed (see 102.2.5(b) of ANSI-
B31.1) a pressure gage shall be provided
on the low pressure side of the reducing
station.

(b) Fuel oil service, fire, cargo and
fuel oil transfer and boiler feed pumps
must be provided with a pressure gage
on the discharge side of the pump. Ad-
ditional information pertaining to fire
pumps is in §34.10-5 of subchapter D
(Tank Vessels), §76.10-5 of subchapter
H (Passenger Vessels), §95.10-5 of sub-
chapter 1 (Cargo and Miscellaneous
Vessels), and §108.417 of subchapter 1A
(Mobile Offshore Drilling Units) of this
chapter.

[CGFR 68-82, 33 FR 18843, Dec. 18, 1968, as
amended by CGFR 69-127, 35 FR 9978, June 17,
1970; CGD 73-251, 43 FR 56799, Dec. 4, 1978]

gaging require-

§56.50-15 Steam and exhaust piping.

(a) The design pressures of the steam
piping connected to the boiler drum or
to the superheater inlet header shall
not be less than the lowest pressure
setting of any drum safety valve. The
value of allowable stress for the mate-
rial shall not exceed that cor-
responding to the saturated steam tem-
perature at drum pressure and shall be
selected as described in §56.07-10(e).

(b) Main superheater outlet piping
systems, desuperheated piping systems,
and other auxiliary superheated piping
systems led directly from the boiler
superheater shall be designed for a
pressure not less than the pressure at
which the superheater safety valve is
set. In the case of a superheated safety
valve which is drum pilot actuated, the
design pressure of such piping systems
shall not be less than the pressure set-
ting of the actuator valve on the drum.
Where it can be shown that the limita-
tions set forth in 102.2.4 of ANSI-B31.1
will not be exceeded, the design pres-
sure of such piping systems may be re-
duced but shall not be less than the
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